. Analyze Data |

¢ About \
\ Physiogrip

Intelitool®
Physiogrip™
Quick Set-up Guide

Begin by checking the McAddam’s
settings: Click the Check Settings button.

Calibration button is disabled
until the settings are checked.

Acquire Data buttons are disabled until
calibration is completed.

Previously collected data may be analyzed
at any time.
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Physiogrip Set-up
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Please Drag ( With left mouse button down) any lead to the socket it is plu
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If the Stimulateor is not used drag its plug to an empty plug drawing to the right.

This will hide the whused graph
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drag to
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connections

Check this box to see the
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above. Also used to display
detailed calibration
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connected as
shown and
closes form
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positions/settings

Choose Green
or Gray
background




Calibrate
Sensors

Begin by clicking the Calibrate button
that is now enabled.

Physiogrip

For Educational Use Only
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Calibration

Click the Calibrate button for Grip sensor or Stimulator and follow the instructions in the

black oval

'} Calibration

Calibration Status

Not Calibrated

nen
CLICK HERE

More detailed 2 Verify stim

Uncheck this box if you

instructions to the

black oval are using older voltage

reducers that operate
outside the nominal

range of newer ones
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IbIRelease

Iblstimmin ) IblEstStim

Display of expected
and actual values if
Diagnostic Information
box is checked on the
Settings page




Acquire Data

Begin by clicking the Acquire Data
button that is now enabled.
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il Data Acquisition

: Physiogrip - Muscle Phys. \ogy Data Collection

Start, pause B Show St
or stop data |—?er_crd Control

capture /o @
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Set an
J

audible and Frequency in Sec (1/Hz)
visual
Metronome
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Choose
Continuous ' Continuous Recording
or Time ON
Limited
capture
time

Send Data Analyze
to Analysis
Form




Difference of

time, voltage

and distance
between

markers A n a IyS i S Fese

il Analysis of Fi SUM.PGP

These controls
explained on next

I
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Click these to move cursor to
Choose from the list of exy .
show time and measure value
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. at the cursor position
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Static Cursors: Check this box to keep the cursors stationary
regardless of the zoom or pan functions done to the data display




Click to choose
Click to create a to display an Open a
new smart note. existing note previously saved

This will keep . Physiogrip PGP
your note and A n a IyS I S file
the display
format for \ Analysis of File SPATSUM.PGP

fUture use Choose from the list of exist| CIICk once to
- create a PDF

report and CSV
lew Note ) datafile.
_;::::L.me. ts — Doubleclick to

: -/ send PDF to

Voltage J g Report Data printer
Copy ths screen

Distance _ , o to clipboard
Check this box to ; i
display the velocity [l
velocity of the
trigger

Save this data to
a PGP file

Reset Zoom

Close this
analysis form
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Zoomin 10 %

Zoom out 10 %
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